
Product Data

Magna™ SW 68 C
Slideway oil

Description
Castrol Magna™ SW 68 C is specially formulated as a medium viscosity lubricant for slideways on machine tools. 
The product is blend of refined mineral oil and a powerful additive package that provides all-round properties with good
stick-slip and load carrying performance.

Application
Magna SW 68 C is designed to be used for slideway lubrication in most machine tool systems specifying an ISO VG 68
oil. It is suitable for use on all horizontal slideways with high precision and loads up to 70 kPa.
The Magna SW 68 C meets the requirements of Cincinnati Lamb (Milacron) P-47

Advantages
Excellent frictional characteristics prevents stick-slip. It provides high tool slide working accuracy and
repeatable machining so that high quality surface finish and tolerances are maintained at low rejection rate
levels
High load carrying capacity prevents wear of highly loaded slideways and prolongs the life of machine parts
Good rubber compatibility. Effectively protects sealing materials and prevents leakage
Good demulsification and metalworking fluid compatibility help to prevent soluble oil emulsions on plastic
slideway surfaces and to keep the coolant in clean conditions
Protects metals against staining and corrosion which keeps oil-wetted surfaces in good condition and avoids
downtime and expensive slideway repair or replacement

Typical Characteristics

Description Test Method Unit Value

ISO Viscosity Grade ISO 3448 - 68

Appearance Visual - Tranparent fluid

Color ASTM D1500 - < 5

Density @ 20 °C ASTM D4052 g/ml 0.87

Flash Point, COC ASTM D92 °C 215

Viscosity, Kinematic @ 40°C ASTM D445 mm²/s 68.6

Viscosity Index ASTM D2270 - 103

Pour Point ASTM D97 °C -12

Copper Corrosion (3 hours @ 60°C) ASTM D130 - 1b

Rust Test - distilled w ater (24 hours) ASTM D665B - Nil rust

Wear Scar Diameter (392N; 60min; 1200r/min) ASTM D4172 mm 0.45

Stick Slip Property ASTM D2877 - 0.78

Metalw orking Fluid Compatibility SKC Schmidt - Pass

Subject to usual manufacturing tolerances.

Storage
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To avoid product deterioration always keep the container/drum tightly sealed. Store the product in a cool, dry place away
from direct sunlight. Prevent exposure to frost and avoid water ingress. For optimum product stability, it is preferable to
store the product indoors between 5°C and 45 °C / 41°F and 113°F.
 
For more details, please refer to the product safety data sheet.
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This data sheet and the information it contains is believed to be accurate as of the date of printing. However, no warranty or representation, express or implied, is
made as to its accuracy or completeness. Data provided is based on standard tests under laboratory conditions and is given as a guide only. Users are advised
to ensure that they refer to the latest version of this data sheet. It is the responsibility of the user to evaluate and use products safely, to assess suitability for the
intended application and to comply with all applicable laws and regulations. Safety Data Sheets are available for all our products and should be consulted for
appropriate information regarding storage, safe handling, and disposal of the product. No responsibility is taken by either BP plc or its subsidiaries for any
damage or injury resulting from abnormal use of the material, from any failure to adhere to recommendations, or from hazards inherent in the nature of the
material. All products, services and information supplied are provided under our standard conditions of sale. You should consult our local representative if you
require any further information.

Castrol Industrial, Technology Centre , Whitchurch Hill , Pangbourne , Reading , RG8 7QR , United Kingdom

http://msdspds.castrol.com
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