
Product Data

Brayco 589
Corrosion Preventive Oil

Description
Castrol Brayco™ 589 is intended for preservation of turboprop and turbojet engines. This corrosion preventative oil is
capable of limited use, not to exceed 25 hours, as an aircraft engine lubricant, and can be used for both preservation
and final acceptance runs of aircraft engines requiring MIL-PRF-7808 oils.

Application
Brayco 589 is intended for preservation of turboprop and turbojet engines. This corrosion preventative oil is capable of
limited use, not to exceed 25 hours, as an aircraft engine lubricant, and can be used for both preservation and final
acceptance runs of aircraft engines requiring MIL-PRF-7808 oils. Since Brayco 589 is a synthetic ester based fluid it may
adversely affect certain paints and elastomers. Serious deterioration of rubber parts, coatings, paint, and other organic
materials may result from use of this product in systems designed for use with petroleum based fluids. Customers
should determine the compatibility of existing components and make any changes as required to accompany use of this
fluid.
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Characteristics

Subject to usual manufacturing tolerances.
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Typical Physical Characteristics

Additional Information
Temperature Range The recommended operating temperature range for MIL-PRF-7808 type oils are from –54°C to
149°C (-65°F to 300°F). Specifications Brayco 589 meets all the requirements of, and is qualified to MIL-PRF-8188D.
This fluid is identified by NATO Code: C-638. Shelf Life Brayco 589 has a maximum recommended shelf life of 9 years
from date of manufacture. This shelf life assumes that the product is stored in its original unopened packaging in
ambient temperature conditions.
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This data sheet and the information it contains is believed to be accurate as of the date of printing. However, no warranty or representation, express or implied, is
made as to its accuracy or completeness. Data provided is based on standard tests under laboratory conditions and is given as a guide only. Users are advised
to ensure that they refer to the latest version of this data sheet. It is the responsibility of the user to evaluate and use products safely, to assess suitability for the
intended application and to comply with all applicable laws and regulations. Safety Data Sheets are available for all our products and should be consulted for
appropriate information regarding storage, safe handling, and disposal of the product. No responsibility is taken by either BP plc or its subsidiaries for any
damage or injury resulting from abnormal use of the material, from any failure to adhere to recommendations, or from hazards inherent in the nature of the
material. All products, services and information supplied are provided under our standard conditions of sale. You should consult our local representative if you
require any further information.

Castrol (UK) Limited, PO BOX 352, Chertsey Road, Sunbury On Thames, Middlesex, TW16 9AW
Orders/Enquiries: 0345 9645111 Technical Enquiries: 0345 082 1719
www.castrol.com/industrial
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